
MI-017

Ceramic
Stainless tea mill

Ceramic blade 
without losing 
natural flavor

Granularity
adjusting style
you can choose your 
own granularity



(upper blade
  lower blade)

( 2 pieces )  

Names of parts

Grip 

coarse fine 

Handle 
Cover

Shaft

Bdoy

Ceramic blade 

Fixed pin

Granularity screw 

You can choose the thickness/ 
fineness as you like. 

All the parts are expected to be set appropriately.
If setting is not right, it may cause the poor 

To turn left ( loose)-coarse grain
To turn right ( close) -fine grain

Stopper

A djustment
ring

(movable )

Container 



Please read before use

How to use

Roughness grain size 
adjustment method

Open the cap and 
put the tea inside
the container. (See roughness grain 

size adjustment
method)

Adjust the roughness  
granularity.

Close the cap and 
grinding by turning
the handle.

(How to turn adjustment screw)

Handle

Roughness grain
size adjustment screw

Set the handle, then by controlling it, 
turn the granularity adjustment screw

How to take care
After grounding the tea, take out the 
powder by tooth brush or likewise. 
If you do not use it for a long time, 
wash it well. Tea powder may stick to 
up and down side ceramic blades.

(Clockwise)

・The mill is set to fine grinding when

・Make adjustments to the powder roughness  
after trying the initial setting.

・Turning the handle with no tea leaves added
can damage the ceramic blade. 

  shipped.



tapping

screw tip

4. Set each  part firmly. Inappropriate  setting
    may cause the inefficient operation or
    troubles. 
5. If the setting will not be made properly, you
　can not grind the tea leave well or the raw 
　tea leave may come back from the mill.  

3. After ceramic blade washed, use it after  dried

2. When removing the ceramic blade, do not 
drop it or hit it against hard objects, as this
can cause cracking or chipping.

1. Ensure that there are no objects around when 
disassembling the mill.

　 well. 

Remove the fixing pin and
the lower blade while
pressing the fixing pin.

To take body and 
ceramicblade apart 

Take the granularity 
adjustment screw out.  

Tap the tip of the screw
part lightly on a cloth 
and remove the
upper blade.

( counter clockwise )

screw tip

tapping

Take out the adjustment
screw ( 2 pieces )



The way of assembling of body 
and ceramic blade

( 2 pieces )
Set the adjustment ring Try to adjust 3 hollows in 

the body to the 
projection of upper blades.to the body.

Dimples at 
three places 

at three places 
Overhang part

Dimples at 
three places 

at three places 
Overhang part

Overhang part of shaft

Insert the slit part of the Set the lower blade 
with the side with
small lines facedown. 

fixed pin to the overhang 

Slit part of the fixed pin 

part of shaft of body. 

Slit part of the fixed pin 
Side with linesSide with lines

Overhang part of shaft

Push the fixed pin according to the hole of the
ceramic blade.

Turn the particle size adjustment screw and
install. (Clockwise)



・ At first time, clean by using sponge with cleanser 

・ For  using  at  some  fixed  place, put the mill at

・ This mill is designed only for green tea (dried tea

・ Be careful not to drop the mill or hit, otherwise 

・ Be careful not to grind some foreign materials 

・ If some strange rubbing noise is heard with idle 

・ If adjusting screw will be turned too much to the

・ Do  not  put  mill  near  the fire. If the mill will be 

・ You  cannot  dry  the  mill  by drying machine of

・If you clean the mill by scourer or strong cleanser,

・After grinding the green tea, In case of not using 
   for a long time, clean it essentially. The flour of 
   the tea will stick to both upper and lower blade
   and may cause the blade fixed.
・Ceramic blades are expected to dry in the sun 

・In case of preserving, be careful not to be touched
  and played by babies. As well, it is expected not
  to be hit by direct sun shine.

・Tencha leaves with stem and veins removed can
   be ground even more finely.

   after cleaning by the brush or likewise, then it 
   should be exposed in the hot water for about 
   30 minutes.

   it may cause some scratches.

   dish washing.

   exposed by exceeding heat resistance temperature, 
   it may cause melting down or deforming.

   right, turning operation will not be smooth by
   rubbing of ceramic blades. This may cause the
   troubles. If rubbing noise will be heard, adjusting

   you turned adjusting screw too much, ceramic
   screw should be turned to the left a little bit.    ※If

   blade may be broken. Be careful for this operation.

   grinding of handle, and If used continuously, it 
   it may cause some troubles.  ※Adjusting screw
   should be turned to left.　（ rough grinding ）

   like small stones. In case of  the blade will be
   broken, do not use the mill. 

   mill may break. In case of breaking, do not use
   anymore.

   leave). Do not use other tea leave. Except dried 
   tea  leave,  other  food materials may cause the
   troubles, therefore do not use them absolutely.

   tabilized place. If used at unstable condition or 
   wet place, it may cause some troubles. In case of 
   grinding in the air, try to grip the mill firmly. 

   for plates. Use it after drying well.

Caution


